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Premium Straighten & Cut Certification 

 

Standard Requirements:  Mar-Mac Industries, Inc. Premium Black Annealed and Plastic Coated Straighten & Cut 

wire is fully annealed in a batch annealing process after the wire is drawn to size.  On the Plastic Coated product, 

the annealed wire is used as a core wire and plastic is extruded over the core wire.  After annealing or plastic 

coating, the wire is straightened & cut, secured in bundles, and then packaged on a pallet.  The black annealed 

product is typically supplied oiled.  The product chemical properties can be certified upon request.  Also, products 

can be supplied to meet the Buy American and/or Buy America provisions if requested at the time of the 

submittal of the purchase order. 

 

Chemical Requirements:  The chemical composition of Premium Black Annealed Straighten & Cut wire and Plastic 

Coated wire will comply with a C1006 or C1008 grade as specified in ASTM A510 and ASTM A1040. 

 

Physical Requirements:  Premium Black Annealed and Plastic Coated Straighten & Cut is produced in 9, 11, 12, 

and 16 gauge wire diameters and in a length range of 12” to 72”.  For the Plastic Coated product, the gauge size is 

the core wire size and the final diameter will be approximately .014” larger than the core.  The wire used to 

produce Premium Black Annealed Straighten & Cut and the core wire for the Plastic Coated Straighten and Cut 

will comply with the physical requirements as listed in ASTM A853 and ASTM A510.  Premium Black Annealed 

Straighten & Cut wire is provided with a clean surface, with no rust, and a light oil residual for rust protection.  

The tensile range on the wire will be 40,000psi to 55,000psi.   

 

Packaging Requirements:  Mar-Mac Premium Straighten & Cut wire is provided packaged into bundles and then 
stacked on a pallet.  The weight of the bundles will be 25 or 50 pounds depending on the wire size and wire 
length.  The bundles will be secured to the pallet utilizing banding and/or stretch wrap. 
 

 
 
Any additional technical questions on Mar-Mac Industries, Inc. Premium Straighten & Cut wire can be directed to:  
 
Tracy Gooding  
Director of Technical Operations 
Mar-Mac Industries, Inc. 
(843) 335-5000 


